
System data for file: gamma2.4.chc
Sensor: X-Rite i1 DisplayPro, ColorMunki Display
Generator: View images [GDI]
Calibration by: 

Display: KDL-43W755C

Note: 


Summary

White: 81.74 cd/m^2 Black: 0.0303 cd/m^2 CR: 2701:1

Average measured gamma: 2.41, Color dE formula:  [CIE2000]

Grayscale dE: 0.79/1.51 [CIE2000] [Absolute Y w/gamma]

Primary dE:     Red 1.76, Green 1.22, Blue 0.77

Secondary dE: Yellow 1.18, Cyan 1.37, Magenta 0.75

Color checker sequence [CalMAN Classic]

Colorchecker dE:          1.17/3.14

Red Saturation dE:        1.84/3.61

Green Saturation dE:     1.02/1.63

Blue Saturation dE:       1.08/2.86

Yellow Saturation dE:    0.94/1.31

Cyan Saturation dE:      1.70/3.77

Magenta Saturation dE: 1.09/2.25

dE values are avg/max

Calibration report for Sunday, April 28, 2019 22:20:36

Grayscale/Grayscale dE Correlated Color Temperature/Gamma

CIE Diagram 75% HDTV Rec709 Saturation Sweep Luminance/Shifts

1.17 0.66 1.66 1.65 0.78 1.19

0.94 1.96 0.49 1.12 0.55 1.40

1.66 0.70 1.11 0.12 1.12 2.30

0.72 0.76 0.95 1.35 0.50 3.14

Color Checker Comparator


